Maipling Mummmmnoﬁ_inﬁ(mmﬁ\g;m LI48054  pugeyofs

Date - /¢, 5[43,,,_ Inspection Crew 7 CHISLER. .. B RAAWT
Watchman _
I Location _ NA gy 22 Standard Joints '
2 SwitchI.D. # = L. - 5) Y R NA
3 Facing __ X Triling ~——~ 23 wi‘t’ch Platcs
' R
Rail Pointg ) 24 Adjustable Bracos
4 Point to Point __ S/ 7 §Y R NA
3 Point Condition 24a Non-Adjustable Braces
YR Nothing less than 4 inches or greater tham 8 inches, S YR
6 NOT_“‘%’:,‘. -ﬂ_ﬂl Ii, Lﬂ fingzs on house top point protected 25 Frort R
6a Point i Y R NA
N é,pm,n‘ R S 26 #1 Rod (Basket Rody
7 Fie
YR 27 %2 Rod
8 General Condition of the Points YR
YR 2843 Rod
SYR
Heel of Switch ) 29 #4 Rod
9 Main _ 5154 SYR NA
10 Turnout ~,Y 30 Closure Rait
Il Gageahead of Bend S v "¢ YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 37 inches for “S” (a) Y R
sing a 62’ cord, not over

12 Heel Spread in Inches

Tumout _ (o4
13 Main %
14 Bend

Y YR
I ¥ Condition

9 YR
Bolts
16 Loose O  NA
17 Missing g N/A

jv uck Bol
I8 Loose N. A
19 Missing o _NA
20 Cotter Pins Missing __ o _NA
21 Jam Nuts 1. 0 N/A
2la Washers if)k) Broken  Missing

R rks on pa
GNLIC 110207

1"to11/2" fora Y and no
more thanm 1 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
YR

33 Switch Adjustments
“
34 Lubrication K
O
35 Switch Targets: Loy ps-
k

Missing _ (N

0
36 Latches
@‘ Broken

37 Locks
@ Broken
38 Genceral Condition
S)Y R
39 Insulated Joints
©vRr
39a Regular Joints
@ YR

Missing

Vassing




@YR_

64 Main Track
SYRNA

65 Turnout Track
@ Y RNA

Class 1 Gage 56" to 57 %"

y than 57 4" Seryi
Class 3 Gage 56" to 57"

More than § 57 %" down t

Clasy 2 and gets g Y
Remarkg on page 3

(M JC 11102011

Mainling 2 Page2of3
50 Location
50a Switch I.D. # 66 Condition
51 Facing Trailing Y RNA
52 Frog Tread N ®YR 67 Rail Movement
R ®YR @ YRNA
53 Frog # Tia Plates
54/79 Point Condition 68 Lead .
@ YR @Z‘Ln N/A
55 Condition of F 69 Rail F way .
YR o Ynnl?%, R_{ '
56 Surface of Frog Guard Rail Flangeway can not be less 1 4"
(SYR 70 Guard Rail Plaics
= SY RNA
57 Throat in Inches __ 3/ 71 Fn
72 Flangeway Depth __ | Y/, _ : 8)Y RNA
Flangeway Depth must not be less than 1 %” BOI';I
58 Main Track DLV 73 Loose O NA
59 Turnout Track __ Sl /¢ 74Missing O N/A
Gage must not be less than 56” any class
60 Guard Rail Gage N_SY 72 R S¢//, 75 Loose © NA
Guard Rall Gage must more than 54 3/8” 76 Missing ©___N/A
61 Back ToBack N<,'%¢ R_52 77 Nuts Missing__© _ N/A
. Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing ©_N/A
62 Condition ' ' 79 Washers (; Broken__ Missing__ N/A
YR
63(?ocation of Guard Rail (Relation to Point) 80 Hold Down Devices
® Y RNA

81 Spring Housing

S Y RQEA

82 Denails
S Y RIWA
83 i i 31
Level on the siding from the Frog Point to

L] I I .

bﬁ Difference

84 Condition of Line thry entire turnout

QYR




Remarks
Paged of 3

UG hec de Cect's Notecl.

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed bj;': CL;/IJéC\ Date: / 0 “"2.} "LS

11-10-2011




sl N 47
Switch luspection Report Sem-Annual

Mainline ‘

Watchman

| Location _ = el
2Switchl.D. # <7 ——

3 Facing __X . Tniling

4 Point to Point __ 5/ 3.
3 Point Condition
,Y R Nothing less than 4 in
6 Point Throw, Min li’ 172 Inches on house top point protected
S, ..

N_.S .
6a Point Opening ,

N_S%. R_SWh
7 Fig

®YR

neral Condition of the Pointy
VR
Gags
Heel of Switch_ |,
9 Main__ 207/
10 Turnout __- ;
11 Gage ahead of Bend 50 72
Must not be legs than 56 inches or

more than 87 inches for “S”
\ 12 Heel Spread il} Inches

I3Main__~ ¢ 24"

|4 Bend

® Y.R
15 Condition
® Y R

Bolts
16 Loose _© - N/A

|7 Missing O N/A

Rivets (Huck Bolts)
N A

IR Loose
19 Missing o  NA
20 Cotter Pins Missing —..©. _NA

21 Jam Nuts . o N/A
2la Washers 2_:;/ Broken  Missing _

Remarks on pa
GALIC 1] 10-200)

Wow //48o5s, Puge | of 3

Date JOlis[ia_ . ruspection Crew ]S

22 Standard Joints
@Y R NA
23 Switch Platcs

: ? YR
24 Adjustablc Bracos

Y R NA

24a W'Aﬁw Braces
ches or greater than § inches, S YR

25 Front Rod
Y R NA
26 #1 Rod (Baskst Rod)

YR

27%80:!

YR

28 %3 Rod
8 Y RNV

29 #4 Rod
S Y n&/
30 Closure ~
)Y R
31'Surfisce of Switch

@ Y R
sing & 62° cord, not over
1"to11/2"fora Y and no
more thanm 1 1/2” ¢o | 3/
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
YR
33 Switch Adjustments
Yes (N
34 Lubrication
k) Dry
35 Switch T, argets Lampg
gt N

361 cs

Broken Missing

37 Locks
@ Brokcen Missing
38 General Condition

YR
39" Tnsulated Joints

Y R
39a Regular Joints
Y R




Mainline  ~  Frog Inspection Report Semi-Annual Pagelof 3

50 Location
50a Switch I.D. # 66 Condition
51 Facing Trailing &Y R NA
52FrogTread N @ Y R 67 Rail Movement
R ®YR S Y RNA
53 Frog# _© -
54/79 Point Condition 68 Lead
YR Y RNA
55 Condition of Frog 69 Rail Flangeway _
YR _ YRN/Ye R_/%
56 Surface of Frog Guard Rail Flangeway can not be less 1 %"
YR 70 Guard Rail Plates
- , Y R NA
57 ThroatinInches __ 37+ 71 Frog Plates
72 Flangeway Depth __ / 24 @ Y R NA
Flangeway Depth must not be less than 1 %”
Gage ‘ Bolts
58 Main Track Sbh 73 Loose Y __NA
59 Turnout Track _ S(.3/¢ 74 Missing © N/A

Gage must not be less than 56” any class

o - Rivets (Huck)
60 Guard Rail Gage N S¢S R S47g 75 Loose & _ N/A
Guard Rall Gage must more than 54 3/8” 76 Missing 2 N/A

61 Back ToBack N_S7%R S27e 77 Nuts Missing__ » ___ N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing < N/A
62 éondition 79 Washers & Broken __Missing_ N/A
YR
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
®YR (S)Y R NA
81 Spring Housing
64 Main Track S Y R(NA
Y R NA 82 Derails

65 Turnout Track S Y RQNA
® Y R NA 83 Maximum difference in any 31" in Crogy
Level on the sding fron, gt i
0 I i
Class 1 Gage 56” to 57 %4” Ok  Difference

More thag 57 %" Servi

Class 3 Gage 56" to 57" ' 84 Conditieq of Line thru entire turnout
M. h 57 4" down t : @Y R

Class 2 and getsg Y

Remarks on pa

(M JC 11-10-2011




Remarks

NT M=ty df.‘(—l-c_“('_ﬁ Nnod=c1-

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class ! for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immecdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \%\\RQ) @‘Q\p | Date:\k \‘\% “"-\%

11-10-2011




- -
. 4

3

Maipling %7 WON [(48058  pyge ) op3

Date -_ IO..U;S IB-_ cwne o om .. Inspection Crew “1” Scyiscep. W. B.E%(AUT_.
Watchman
| Location _ = L 22 Standard Joints
2 Switch 1.D. # <49 ®Y R NA
3 Facing __ X Trailing o 23 Swi;ch l:’latcn
il Poi y 24 Adjusta&, Bracce
4 Point to Point _S! % Y R NN
3 Point Condition 24a Non-Adjustable Braces
6?{‘; 'l':ro Nothing less thaw 4 inches or greater than § inches. S YR
oin W,
N _éf__,_r_l.lz :fz‘lgclm on house top point protected 25 Front Rod
6a Point Openi < @Y R NA
N_D7« R__ SN 26 44 Rod {Baskei Rod)
7Fit YR
@ YR 27 #2 Rod
8 General Condition of the Points YR
®YRrR zssssodn .
Heel of Switch 29 #4 Rod @
O Main__ 50 Ve SYR KA
10 Turnout __s5¢, 5/, W 30 Ciosure Rail
11 Gage ahead of Bend  5¢ /- g:Y R
Must not be lega than 56 inches or 3l of Switch
more than 57 inches for “S” Y R
\ 12 Hoeel Spread in Inches Using a 62’ cord, not over
Tumout L'y 1"to 1 1/2" for a Y and no
13 Main o more thas | 1/2” to 1 3/4"
— Lt For a R, Great than 13/4” is Qut
of Service
Stock Rail 32 Head Block Tics
14 Bend Y R
S) Y.R 33 Switch Adjustments
15 Condition Yes @
YR 34 Lubrication
& Dry
Bolty O 35 Switch Targots/ Lamp
6 Loose A NA Ok Missing __
17 Missing N/A 36 Latches
%lk) Broken  Missing
v I 37 Locks
I8 Loose N A @'g)‘ Broken Vissing
38 General Condition

[9 Missing "o - NA

20 Cotter Pins Missing —..® _NA

21 Jam Nuts Loose o NA

2la Washers Broken  Missing .

R rkg on pa
YIRS

S)YR
39 Insulated Joints

(\?& YR
.'WCL) cgular Joints
S

YR




Mainling

50 Location
50a Switch I.D. #

51 Facing Trai
52 Frog Tread N 3

53 Frog#
54/79 Point Condition
@ YR
55 Condition of Frog
YR
56 Surface of Frog
Q Y R

57 Throat in Inches __ 3¢

72 Flangeway Depth _/ ‘%,

Flangeway Depth must not be less than 1 %”
Gage

58 MainTrack _ SG/a
59 Tumout Track S¢3
Gage must not be less than 56” any class

60 Guard Rail Gage N_S4%/. R s59%
Guard Rail Gage must more than 54 3/8”
61 BackToBack N_ 5.7, R S52%
Back to Back Gage must be less than 53 1/8”
62 Condition

®YR
63 Location of Guard Rail (Relation to Point)

@YR

64 Main Track
Y RNA

65 Tumout Track
(0 Yy RNA

Class l Gage 56” to 57 A"
y 57 Servi
Class 3 Gage 56" to 57"

More than 57" tg 57 4" downgrade tg
Class 2 and getsa Y

Remarks on pa
GM IC 11-10-2011

Erog Inspection Report Semi-Annual

79 Washers

66 Condition
® Y R NA
67 Rail Movement
(s Y R N/A

ﬁlLud

!2 R NIA

Y n N/"/e VR_1 %,
Guard Rail Flangeway can not be less 1 4"
70 Guard Raii Piates

73 Loose ° N/A
74 Missing 0 ___NA

75 Loose 9 Na

76 Missing O __NA
77 Nuts Missing & N/A

78 Cotter Pj Missmg N/A
& Broken Mlums__ N/A

80 Hold Down Devices
9 Y RNA

81 Spring Housing
S Y RQWA

82 Derails
SY m
23 : . . i
%ﬁ Difference

84 Condi&m of Line thru entire turnout
YR




IRIT

Remarks

NT el d‘;f‘ec-m Med<<l-

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs,

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: \%\\\ &%\A\&b ‘ Date: ) 0 B ) % B \ 3

11-10-2011




Date _ Jolis|i3 | mepection Crew T
Watchman
| Location _ ==~ = _ 22 Standard Joints
2Switch 1D ¥ 5y ®Y R NA
3 Facing ___ X Tniling _ 23 wi;ch Platcs
R
Rail EIIIIIII 24 Adjustable Bracos
4 Point to Point _ SOV Y R NA
5 Eglm Condition 248 Non-Adjustable Braces
Nothing less than 4 inches or greater than S inches. S YR A
6 ;ot‘f-%hi?‘:’ Ein li’ l/{lt;gﬂ!m on house top point protected 25 Front Roag
6a Point Opening YR NA
N_S%. R_5 3, 26 #4-Rod (Basket Rod)
7P Y R
®YR 27 #2 Rod
8 General Condition of the Points ®YR
®YR 28 #3 Rod
: SYRWN
Heel of Switch 29 #4 Rod
9 Main_ ST, %4 SYR
10 Tumout (/< ) 30 Closure Rail—
11 Gage ahead of Bend ST ¥ Y R
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” ('%
12 Heel Spread in Inches sing a 63’ cord, not over
Tumout _ (p/% 1"to11/2" for a Y and no
13Main__ (7" more than 1 1/2” ¢ 1 3/4"
For a R, Great than 13/4" is Out
of Service
i 32 Head Block Tics
14 Bend SYR
Y .R 33 Switch Adjustments
|5 Condition Yes
S YR 34 Lubrication
Dry
Bolty 35Switch T argets Lam
16 Loose _ ©  NA Ok  Missing_ (N/A)
17 Missing @ N/A 36 Latches
Brokcn_ Missing
Rivets (Huck Bolts) 37{%«
I8 Loose & N A Broken Vssing
19 \dmsmg . N. A 38 Gencral Condition
20 Cotter Pins Mnssmg . _NA Y R
21 Jam Nuts l.oose o N/A 39 Tnsulated Joints
2la Washers (k)  Broken .. Missing Y R

R rkg on pa
GNLIC 121200

393 Rugular Joints

@YR




Mainline ~ Frog Inspection Report Semi-Annual Page2 ofd

50 Location

50a Switch I.D. #

51 Facing Trailing

52 Frog Tread N ® YR
R ®YR

53 Frog #

54/79 Point Condition
SYR

55 Condition of Frog

$YR
56 Surface of Frog

SYR
57 Throat in Inches __ 3%
72 Flangeway Depth _ / 7%
Flangeway Depth must not be less than 1 %”

58 Main Track Sute
59 Turnout Track __Sg%.
Gage must not be less than 56” any class

60 Guard Rail Gage N S+¥2 R s¢%,
Guard Rall Gage must more than 54 3/8”

61 Back ToBack N S2% R_3515%4
Back to Back Gage must be less than 53 1/8”

62 Condition
®YR

63 Location of Guard Rail (Relation to Point)
@ YR

64 Main Track
SYRNA
65 Tumout Track
@ Y R NA

Class 1 Gage 56" to 57 14"

y hag 57 4" Servi
Class 3 Gage 56" to 57"

More than 7" to 57 44" downgrade tg
Clasy 2 and gets g Y

Remarksg on page 3
GM JC 11-10-2011

66 Condition
®Y RNA
67 Rail Movement
® YRNA

68 Lead
@ Y RNA
69 Guard Rail Flangeway
9YRN /% R+
Guard Rail Flangeway can not be less 1 n"
70 Guand Rail Plaics
@Y RNA
71 Frog Plates
S Y R NA

Bolts

73 Loose Q N/A
74 Missing O N/A

75 Loose ©___NA
76 Missing © __NA
77 Nuts Missing__©  N/A
78 Cotter Pins Missing @ N/A
79 Washers QR Broken__ Missing__ N/A

80 Hold Down Devices
® Y RNA

81 Spring Housing
SY R@
82 Derails ™~

83 i i i 31
idi og Poi

50 last | i
(0} Difference

84 Conditign of Line thru entire turnout




SUWAE e FroG [ i

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed bi:ﬂe l&a‘”lb,[ﬁ;:) Date: ]0 “I\ /3

11-10-2011




ﬂ'v N, \4 53

- WON Li46097  Ppugeopy

Mainling
pate _ (olis[ts_ Tuspection Crew |~ S jqisiep (4/...13!21 AYT
Watchman :
I Location _ = = = 22 Standard Jonts ‘
2Switch1.D. ¥ 573 - 23(% ':(hl:" :J/A
3 Facin .. Trailing Switch Platcs
= Sy R
Rail Points 24 Adjustable Braces
4 Point to Point __S1%. 4(.; Y R NA
3 Point Condition 24a Non-Adju ble Braces
P ;@n‘: T: Nothing less tham 4 inches or greater than S inches. S YR QA
oi row,
N 5o Min Ii, Lngnclm on house top point protected 25 Front Rod
6a Point Opening Y R NA
N :svcg,"' R S/ 26(5 Rod (Basket Rod)
7 Fit (2) YR
YR 27 ¥2 Rod
8 General Condition of the Points YR
@Y R 28W3 Rod
Gage S Y R @A)
Heel of Switch 2944Rod =
9 Main__ 2% S YR R@
10 Turnout __-S, Yo 30 Closure
11 Gage ahead of Bend Pk YR .
Must not be less than 56 inches or 31 Surfiace of Switch
more than 57 inches for “S” YR
sing & 62° cord, not over

\ 12 Hoel Spread in‘}nclm
Tumout _ ( 72
13 Main Ve

14 Bend
Y R
15 Condition

@ Y R
Bolty

16 Loose __ ©
17 Missing ¢

Rivets (Huck Bolty)

I8 Loose e N A

19 Missing 0 NA

20 Cotter Pins Missing .0
21 Jam Nuts Loose o
2la Washers Broken

. N/A
N/A

_NA
N/A
.. Missing

R rks on pa
GALIC 1 e 200

1"to11/2”" fora Y and no
more thas | 1/2” ¢g | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes o)
34 &)bri on
k
35 Switch Targetss Lamps

Ok  Missing_
36 Latches ‘@

g{-z Brokcn Missing
37 Locks

Broken Vhssing
38 Gencral Condition
S)Y R
39 Insulated Joints
S)Y R
39a Regular Joints
(S)Y R




Mainline
50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N Y R
R Y R
53 Frog #
54/79 Point Condition
YR
55 Condition of Frog
YR
56 Surface of Frog
(OYR
57 Throat inInches __3 /4
72 Flangeway Depth _ ) '/,
Flangeway Depth must not be less than 1 %”
58 Main Track S6%-
59 Tumout Track _ 5, %,

Gage must not be less than 56 any class

60 Guard Rail Gage NS48 R S¢ %

Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 5% R S2%

Back to Back Gage must be less than 53 1/8”

62 Condition ' '
®YR

63 Location of Guard Rail (Relation to Point)
YR

64 Main Track
R N/A
65 Tumout Track
® Y R NA

Class 1 Gage 56" to 57 %"
y than 57 4" Servi
Class 3 Gage 56" to 57"

More t §7 4" down t
Class 2 and getsa Y

Remarks on page 3
GM IC 11-10-2011

Erog Inspection Report Semi-Annyal

66 Condition
8 Y RNA
67 Rail Movement
Y R N/A

68 Lead
&Y RNA
69 Guard Rail Flangeway 1
Y RN_|B/e R_| e
Guard Rail Flangeway can not be less 1 '4”

70 Guard Rail Piatos
Y RNA

71 Frog Plates

@ Y R NA
Bolts
73 Loose O NA
74Missing _ o N/A

75 Loose & N/A

76 Missing “__N/A
77 NutsMissing 2. N/A
78 Cotter Pins Missing___—© N/A
79 Washers Ok Broken _ Missing__ N/A
80 Hold Down Devices

® Y RNA
81 Spring Housing

S Y ROV
82 Derails A

S Y R NIA>

83 Maximum difference in any 31" ip Crosg
Level on the siding fom £ o o ,
30" beyond the last long tie

@ Difference

84 Condition of Line thru entire turnout

R




Remarkgs
Paged of 3

KT {[e T AdeFect's _Note A

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: ﬂ/ , U/K(}T{&D Date: }D A - oo,

11-10-2011




. T

#20 NA 2T

Date ‘.’.?(’ 5/ /_3 ;
Watchman

I Location  A/A Ypppy
2 Switch.D. # 21

3 Facing _X__ _Triling

Rail Points -
4 Point to Point 5! Y,

. WOow _[id /o045 Page | of 3

22 Standard Jonts
®Y R NA
23 Switch Platcs
- S YR
24 Adjustable Bracos
Y R NA
24a Non-Adjustable Braces

3 Point Condition
(® YR Nothing less thas 4 inches or greater than § lnches, S YR @)
6 ;‘”m “EW' Min Il, 172 inches on house top point protected m
- pee—— -
6a Point Opening Y R NA
N__ 5% R sS% 26 #! Rod (Baskei Rod)
TFi (?) YR
® YR 27 ¥2 Rod
8 &nenl Condition of the Points - I:’odn
YR
S YR QA
Heel of Switch - 29 #4 Rod
9 Main __ S0, %, S YR
10 Turnout __ <45 30 Closure Raif
11 Gage ahead of Bend 5L Y/, SYR
Must not be legs than 56 inches or 31 Surface of Switch
more than 87 inches for “S” Y R
\ 12 Heel Spread in Inches Using 8 62’ cord, not over
Tumout _ (Y% 1"to 11/2" for a Y and no
13Main__ (o Yy more thas 1 1/2” to 1 3/4"
For a R, Great than 13/4” is Out
of Service
i 32 Head Block Ties
|4 Bend Y R
® YR 33 Switch Adjustments
15 Condition Yes 0
® YR 34 Lubrication
Boltg 35°Switch Targets/ Lain
Ok  Missing  (NA

6 Loose 0 N/A
I7 Missing ) N/A

Rivets (Huck Bolty)
I8 Loose o N.A
[9 Missing _NA

20 Cotter Pins Missing —..0. _NA

21 Jam Nuts Loo . N/A

2la Washers € Broken  Missing _

Remarks on pa
GALIC T 0207

36 Latches

) Broken Missing
37 Locks
' Broken Vhssing
38 Gencral Condition

YR

39 Insulated Joints

VY R
39a Regular Joints

SYR




e

Mainline ~  Frog Inspection Report Semi-Annual Page2 of3

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ®Y R
R YR
53 Frog# _
54/79 Point Condition
SYR

55 Condition of Frog

@Y R
56 Surface of Frog

®YR

57 Throat inInches __ 34
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track 2%
59 Turnout Track __ S0UYy
Gage must not be less than 56” any class

60 Guard Rail Gage N_S4 9, R S¢¥%
Guard Rall Gage must more than 54 i/
61 Back ToBack N _S2%. R_ 529

. Back to Back Gage must be less than 53 1/8”
62 Condition ' ' '

YR
63 Location of Guard Rail (Relation to Point)
GYR

64 Main Track
Y R NA
65 Turnout Track
S Y RNA

Class 1 Gage 56" to 57 4"

y thag 57 %" 0 yi
Class 3 Gage 56" to 57"

More thag S7” tg 57 44" downgrade tg

Clasy 2 and gets g Y

Remarks on pa
M JC 11-10-2011

66 Condition
®Y RNA
67 Rail Movement

gi Y R N/A

68 Lead
@ Y RNA
69 Guard Rail F way i
YRN |76 R /%
Guard Rail Flangeway can not be less 1 %”
70 Guard Raii Piates
Y RNA
71 Frog Plates
®Y R NA

Bolts
73 Loose 2 ___NA
74 Missing _© NA

75 Loose O N/A
76Missing __ o N/A
77NutsMissing ¢ N/A
78 Cotter Pins Missing __ ©  N/A
79 Washers Ok> Broken_Missing__ N/A

80 Hold Down Devices
@ Y RNA

50" beyond the last I

@ Difference

84 Conditjon of Line thru entire turnout
YR




<

. I_'g A

Remarlg

kbl CVv PT Tip Wns Reea) STRves(ow) AN B PRessed

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class ! for the Yard.

8 Everything is in Speca.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewcd by: \\\\ . %?\N\\\&D» Date: __ | D ~)\ - \3

11-10-2011




Date _ 40 //s [z Tnspection Crew 7 xvvscon W Begiu
Watchman <
| Location _ A/ YARA 22 Standard Joints
28witchID.# 79 _ Y R NA
3 Facing __ x .. Trniling 23 w$ch l:’latt;:l
il Poi 24 Adjustable Bracos
4 Point to Point __ 3134 ©Y R NA
5 Point Condition 24a Non-Adjustable Braces
6 g \: T: Nothing less than 4 inches or greater than 8 inches. S YR
oint Throw,
N_ 4% ~-i'\Llll lg LI! {}l!f/l::: on house top point protected 25 Front Rod
6a Point Opening ®Y R NA i
N S. R_5 26 #1 Rod (Basket Rod)
7 Fi g) YR
S)SYR 27 #2 Rod
8 eral Condition of the Points YR
YR 28 W3 Rod
T SYRAWN
Heel of Switch 2944 Rod =
9 Main __ Su/ SYR
10 Tumout __5¢. 7 “ 30 Closure
11 Gage ahead of Bend 'S¢ Vi ®vY R '
Must not be legs than 56 inches or 31 éurﬂwe of Switch
more thaa 57 inches for “S” YY R
Using a 62’ cord, not oveér

\ 12 Heel Spread in Inches

|4 Bend
Y R
15 Condition
YR

Bolts
16 Loose __ ¢ . N/A

17 Missing 0 N/A

Riv |
IR Loose Q N A

|9 Missing 5 _NA

20 Cotter Pins Missing _  © _NA
21 Jam Nuts Loose © N/A

2la Washers @ Broken  Missing

R r a
GNLIC ) 1-1e-2011

1to11/2" for a Y and no
more than 1 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
Y R
33 Switch Adjustments
Yes
34 Lubrication
Dry
45 Switch Targets, Lamps
Ok Missing N
36 Latches

Broken Missing
37 Locks

Broken Vissing
38 Genceral Condition
Y R
39 Insulated Joints
YR
39a Regular Joints

@YR




Mainline

50 Location
50a Switch I.D. #
51 Facing

52 Frog Tread N
R SYR

53 Frog #
54/79 Point Condition
SYR
55 Condition of Frog
SYR
56 Surface of Frog
SYR

57 Throat inInches __ 2%
72 Flangeway Depth __j ‘5, _
Flangeway Depth must not be less than 1 %”

58 Main Track .7
59 Turnout Track __ 3i.%
Gage must not be less than 56 any class

60 Guard Rail Gage N__— R —

Guard Rail Gage must more than 54 3/8”

61 BackToBack N_— R —

Back to Back Gage must be less than 53 1/8”

62 Condition '
(YR

63 Location of Guard Rail (Relation to Point)

GYR

64 Main Track
Y R NA
65 Turnout Track
S)Y R NA

Class 1 Gage 56” to 57 %"

More thag 57 4" Servi
Class 3 Gage 56" to 57"

M 57 %" down t

Class 2 and gets g Y

Remarks on page 3
QM JC 11-10-201]

Erog Inspection Report Semi-Annual

66 Condition
Y RNA
6 il Movement
8 YR NA

68 Lead
6 Rail Flangeway
R —

Guard Rail Flangeway can not be less 1 K
70 Quard Rail Piaies
Y R N/A
71 Frog Plates
@ Y R N/A

Bolts
73 Loose
74 Missing

< N/A
© N/A

75 Loose o N/A

76 Missing © __N/A

77 Nuts Missing <  N/A

78 Cotter Pins Missing < _N/A

79 Washers Ok) Broken_Missing__ N/A

80 Hold Down Devices
&Y R NA

81 Spring Housing
S Y RQVA

82 Derails

Y R N/A
OvRMA L
g-léid-ﬁlllhludmlfcgm_;hg_mmﬂm
@ Difference

84 Condi@n of Line thru entire turnout
YR




Remarks

. PAD y-jne TiEs \N  SwitcH [Eo_:m)

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /M J@Mﬁé:; Date: , (\ 7}/ -3

1-10-2011




St N_A =2

Mainline  Switch Iuspegtion Report Semi-Aunual WOK _Li4/097 Bogelof3

Date {Lf.’//f/’.:?_ .
Watchman

I Location . NA <ArRN _
2SwitchID.# 33

3Facing _ v Triling _ ~

4 Point to Point St Y«
3 Point Condition

€] YR Nothing less tham ¢ inches or greater than § inches,
6 :“"m Throw, Mll.(‘ l/%l_uchu on house top point protected

6a Point Opening .
N S%4 R S%

77K

v@l Y
8 (gune
Y
Gage
Heel of Switch ;
9 Main 7%
10 Tumout (.5
11 Gage ahead of Bend 51V
Must not be lega than 56 inches or
more than 87 inches for “S”
12 Heel Spread in Inches
Tumout _ (o/%
13 Main — G

|4 Bend
®Y.R

|5 Condition
®vr

Bolts
16 Loose o  N/A

17 Missing o N/A

<

R
ral Condition of the Points
R

Rivets (Huck Bolty)
I8 Loose © N,
[9 Missing ¢ _ N,

20 Cotter Pins Missing _ o N.A
21 Jam Nuts 1.oose & N/A

A
A

2la Washers @ Broken  Missing ‘

Remarks on pa
GNLIC -0t

e ew .. [Inspection Crew f,Scd/@L_ég__ LJ A3l 7aus

22 émndard Joints
Y R NA

23 Switch Platcs
Y R

24 Adjustable Bracos

@ Y R NA
4a Non-Adjustable Braces
S Y R(NA

25 Front Rod
Y R NA
26 8 Rod (Baskei Rod)
R

Y
27 #2 Rod
YR
28 #3 Rod
SYR
29 #4 Rod
SYR
30 Closure
)Y R
31 Surface of Switch
Y R

sing a 62’ cord, not over
1"t0o11/2" fora Y and no
more tham | 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
YR

33 Switch Adjustments
Yes 0

34 Lubrication '
Dry
35 Switch Targetss Lamps

Ok Missing @_D
36 Latchcs ‘

ﬁ Broken,  Missing
37 Locks

Broken Mssing
38 General Condition
YR
39 Insulated Joints
@) YR
39a Regular Joints
(SUY R




Mainling Frog Inspection Report Semi-Annual Page2 of3
50 Location
50a Switch I.D, # 66 Condition
51 Facing Trailing (®Y RNA
52FrogTread N (Y R 67 Rail Movement
R ®YR ® YR NA
53 Frog# _(, '
S4!7'Sol!oint Condition 68 Lead
YR @ Y RNA
55 Condition of Frog 69 Guard Rail Flangeway
YR $SYRN_) R -
56 Surface of Frog Guard Rail Flangeway can not be less 1 %4”
@Y R ?cnm_..-ml-,im
< ‘ gSY R N/A
57 Throat in Inches ___ 3 /4 71 Frog Plates
72 Flangeway Depth _| 7, @ Y R NA
Flangeway Depth must not be less than 1 %” Botts
=78 73 Loose O NA

58 Main Trrack S
59 Tumnout Track __ <S¢ %
Gage must not be less than 56” any class

60 Guard Rail Gage N_S4 'Y R s54.%

Guard Rail Gage must more than 54 3/8”

61 Back ToBack N 2% R S1Y%

Back to Back Gage must be less than 53 1/8”

62 Condition '

SYR

63 Location of Guard Rail (Relation to Point)

GYR

64 Main Track
@YRNA
65 Tumnout Track
@ Y R NA

Class 1 Gage 56" to 57 %"

More thag 57 4" Servi
Class 3 Gage 56" to 57"

M h 574" down t

Clasy 2 and gets 3 Y
Remarky on page 3

(M JC 11-10-2011

74 Missing QO N/A

75 Loose ° N/A
76 Missing ©___N/A
77 Nuts Missing __ < N/A

78 Cotter Missing N/A
79 Washers Brokenﬁg_ N/A

80 Hold Down Devices
®©Y RNA

Ok’ Difference

84 Condition of Line thry entire turnout
YR




. P\Tﬁ;l\ rﬂm] Q)mr

Sibe cap

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Speca.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: N\ %\W\\'@ Date: \»B ~ 2)\ ~ kg

11-10-2011




WOw 140987 Page | of 3

Date /g/{:/ /3. Inspection Crew T~ SASUISLEN . _u[.;.3474ﬂ_£f
Watchman -
| Location __ NA agAEJJ - 22 Standard Joints
2Switch1.D. # ——— Y R NA
3 Facing __ x' _ Trailing _ N 23 Swi;ch l:latcl
Rail Points 24 Adjustable Bracos
4 Point to Point __ 31" @éY R NA
S@EM Condition 24us oyn-a;djtgle Braces
Y R Nothing less tham 4 inches or greater than § iuches, :
6 N"Tf_nmf ” Ell“l ld‘igflm on house top point protected m—nﬂd
6a Point i Y R NA
N (;)pen - R_3 26 .? Raod (Basket Rod)
TR ? YR
YR 27 #2 Rod
8 General Condition of the Points YR
YR 28\3 Rod
SYR
Heel of Switch . 29 #4 Rod
9 Main__SL /v SYR
10 Tumnout __ 5, 7, 30 Closure
11 Gage ahead of Bend S50 V0 Y R
Must not be less than 56 inches or 31 Surface of Switch
more than 57 inches for “S” YR
12 Heel Spread in Inches . sing & 62° cord, not over
Tumout _ (./, 1" to lhlfl" for : Y and no
13 Main / more tham 1 1/2” to | 3/4"
— For a R, Great than 13/4” is Out
of Service
i ' 32 Head Block Ties
|4 Bend YR
®YR 33 Switch Adjustments
15 Condition Yes
S YR 34@bﬁc&hun
Dry
Bolty 35 Switch Targets Lam
16 Loose _ O N/A Ok  Missing_ (
17 Missing © N/A 36 Latches
Dk Brokcn Missing

Rivets (Huck Bolts) 37 Locks
N.A Broken Missing

I8 Loose O
19 Missing___ O N A 38 Gencral Condition
20 Cotter Pins Missing —.O_ _NA YR

21 Jam Nuts Loose © N/A 39 thsulated Joints
21a Washers @ Broken  Missing ‘ YR

39a Regular Joints
Remarks on pa > YR

GNLIC Db 200y




Mainling Erog Inspection Report Semi-Annual Page2 of 3
50 Location
50a Switch LD, # 66 Condition
51 Facing Trailing @ Y RNA
52FrogTread N © Y R 67 Rail Movement
R ®@YR ® YRNA
53 Frog #
54/79 Point Condition 68 Lead
YR ® Y R NA
55 Condition of Frog 69 Guard Rail Flangeway .
§Y R (8 YRN_/7e R '
56 Surfuace of Frog Guard Rail Flangeway can not be less 1 b\
(S YR 70 Guard Rail Plaies
= (8Y RNA
57 Throat in Inches 3% 71 Frog Plates
72 Flangeway Depth S @ Y R NA
Flangeway Depth must not be less than 1 n”» o
58 Main Track U 73 Loose o N/A
59 Tumout Track __ S( v 74Missing _ o  N/A

Gage must not be less than 56” any class

60 Guard Rail Gage N_54 3% R S+4Y;
Guard Rall Gage must more than 34 3/8”
61 BackToBack N <>% R $25/4

.Back to Back Gage must be less than 53 1/8”

62 Condition

YR
63 Location of Guard Rail (Relation to Point)

OYR

64 Main Track
@ YR NA

65 Turnout Track
® Y RNA

Class 1 Gage 56" to 57 4”
More thag 57 4" Servi
Class 3 Gage 56” to 57"

More than 57" to 57 4" downgrade to
Clasy 2 and getsa Y

Remarkg on pa
QM JIC 11-10-201 1

75 Loose 0 N/A

76 Missing Q N/A

77 Nuts Missing _ © ~ N/A

78 Cotter Pins Missing L N/A

79 Washers Ok Broken___Missing___ N/A

80 Hold Down Devices
(S) Y R N/A

81 Spring Housing
SYR

82 Derails
S Y RGA

83 Muimgm djﬂggngg inany 31° in Crosg
5 " l .

84 Condition of Line thru entire turnout
G)Y R




e
p i

.

Remarks
Paged of 3

NC Neld - cleeX'S Nctedl.

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs,

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

Date: ?\Q “‘2[\ - [3

Reviewed b};: M U@L\M/j”g

11-10-2011




NA 29

Sultch luspection Report SembAnnual  WOK LI40999  pyge | or3

Mainling
Date _ /0 / /sfis... ... .. Tnspeetion Crew T Schissan. 4/_..547/4,1/7:.
Watchman :
| Location __A/A. l/dﬁd - 22 Standard Joints
2 Switch |.D. # 39 — Y R NA
3 Facing __ _ Trailing =~ 23 Swi{ch:latcl
Rail Point 24 Adjustable Braces
4 Point to Point St Y« YR NA
3 Point Condition 24ls Noyn-tdj r le Braces
SJY R Nothing less than 4 inches or greater than § inches, :@
6 Point Throw, '
N ____f.'a:___rll lg L/Z_I%chu on house top point protected m
i i Y R NA
““N"“"‘g'fﬂ'“' R__Sh aﬁ% Rod (Basket Rod)
7 e Y R
YR 27 #2 Rod
Condition of the Points 8)Y R
YR 28 #3 Rod
S YR NA
Heel of Switch 29 #4 Rod
9 Main SbVe S YR NA
10 Tumout __ 57,7, 30 Closure
11 Gage ahead of Bend S0/ YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” Y R
\ 12 Heel Spread in Inches sing a 62’ cord, not over
Tumout (277 1”¢011/2" for a Y and no
13 Main e more than 1 1/2” o 1 3/¢"
For a R, Great than 13/4” is Oug
of Service
Stock Rail 32 Head Block Tics
|14 _Bend S)Y R
@3 Y.R 33 Switch Adjustments
15 Condition Yes
®Y R 34 }ibn'cahun
Ok Dry
Bolty 35 Switch Targots, Lamp
16 Loose _ ©  NA Ok  Missing__ N
17 Missing N/A 36 Latches
Ok Broken_ Missing
Ri Bol 37 Locks
I8 Loose © NA Broken Vhssing
I9 Missing o N,A 38 General Condition
20 Cotter Pins Missing _ o _NA ® Y R
21 Jam Nuts Loose ) N/A 39 Insulated Joints
Broken  Missing SY R

21a Washers

R rks on pa
GALIC 1 10-201)

39a Rugular Joints

éYR




P

Mainling

50 Location

50a Switch 1.D. #

51 Facing Trailing

52 Frog Tread N Y R
R YR

53 Frog# _
54/7;ogoint Condition
®Y R
55 Condition of Frog
YR
56 Surface of Frog
{’3} YR

57 Throat in Inches 3%
72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

58 Main Track DY -
59 Tumout Track S %
Gage must not be less than 56” any class

60 Guard Rail Gage N_S¢¥8 R 5+
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S2% R 523

‘Back to Back Gage must be less than 53 1/8”

62 Condition
YR
63 Location of Guard Rail (Relation to Point)

@Yn_

64 Main Track
©®YRNA
65 Turnout Track
Y R NA

Class | Gage 56” to 57 4"

hJ thag 57 %" Servi
Class 3 Gage 56" to 57"

More than $7” tg 57 %" downgrade tg
Class2 and gets g Y

Remarks on pa
GM JC 11-10-2011

Erog Inspection Report Semi-Annual

66 Condition

(8§ Y RNA

67 Rail Movement
(3 YRNA

68 Lead
(Y RNA
69 Guard Rail Flangeway
G@ YRN_ /% R_ 7V

uard Rail Flangeway can not be less 1 4"
70 Guaid Rail Plaics

/Y R N/A

71 Plates

@ Y R NA

Bolts
73 Loose e} N/A
74 Missing ¢ NA

75 Loose V) N/A
76 Missing Q N/A

77NutsMissing 0 N/A
78 Cotter Pins Missing N/A
79 Washers Qk Bmken_:ﬁ‘gﬁg__ N/A
80 Hold Down Devices
® Y RNA
81 Spring Housing
S Y R/
82 Derails
SYR
83 %%:mlﬂ difference in any 31" in Crosg
Level on the siding from the b -
50’ I i
‘QP Difference

84 Condit(i@on of Line thru entire turnout
YR




(e
L

. f’_‘

Remarks
Paged of3

Mo Neld defFeats Rotesd

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: //(" V@&Mﬁé—;) Date: \Q “‘2' ol UL

11-10-2011




f,_._{wr N A é/

Muainline  Switch luspection Report Sewi-Anuual  WOM //SSS88 Page ] of 3

Date _ /2-/7"4F  _ tuwpection Crew _ Al Erecrravod
Watchman

| Location /77 776 /9:*’(’ Yard RET 22 Standard Jonts
2SwitchI.D # o .Y R NA

3 Facing Trallmg o 23§ tch:lam

Rail Points 24 Adjustablc Braces

4 Point to Point 57/ 7F £§') Y R NA

3 Point Condition

Y R Nothing less than ¢ inches or
6 P °"“ 11'?“ Min ll, l/yolm on house top point protected

Y R
Condition of the Points
R

HeolofSw J/

lO Turnout

11 Gage ahead of Bend 57,74
Must not be legs than 56 inches or
more than 87 inches for “S”

\ 12 Heel Spmw
13 Main_ (o 7/ "~

4 Bend
Y R
|5 £endition
YR

Bolts
[6Loose & NA

17 Missing N/A

jv Bolt
18 Loose & NA
9 \rhssmg [ N A
20 Cotter Pins Mlssmg @ _NA
21 Jam Nuts Loose C  NA

Zla Washers @ Broken Missing

Remarks on pa
GALIC 1) -Je-201

greater than S inches.

Non-Adjustable Braces
w&%

Rod
Y R NA
26 41 Rod (Basksi R Rod)
$’Y R

27 Rod
YR
28 ¥3 Rod
SYR
29 #4 Rod
SYR
30 Closure
'Y R
31 urﬁwaofSwimh
SY

sing a 63 cord, not over
1"to11/2" fora Y and no
more thas 1 1/2” to | 3/4"
l"or l R Grm than 13/4” is Out

3 C%eud Bloclt Tiecs

33 Switch Ad ustments
Ya (No)
34 Lubricatio

Ok
45 Switch Targets Lamps

Ok Missing ¢
36 Latches

Ok Broken  Missing
37 Locks

Broken Viissing

38 Genceral Condition

&Y R
39 Insulated Joints

®Y R

39a Regular Joints

YR




Mainlige I ion R
50 Location /(//‘/% /%c’ }{Zrc/ /l/[’

50a Switch I.D. #

51 Facing Trallmg

52FrogTread N (S'Y R
R

&Y R

53 Frog #
54/79 Point Condition
R
55 Condition of Frog
(§3 YR
rface of Frog

‘J‘I\

Wl

57 Throat in Inches __3 78 _

72 Flangeway Depth 7 7
Flangeway Depth must not be less than 1 %”

58 Main Track s
59 Turnout Track /
Gage must not be less than 56” any class

60 Guard Rail Gage N _ 5 é R,é%éiﬁ

Guard Rail Gage must more than
61 Back To Back Nﬁ /3 2
Back to Back Gage must be less thm 531/8”
62 Condition
A®'YR
63 Lp;ation of Guard Rail (Relation to Point)
Y R

64 Main Track
SYR®EA

65 Tumout T
S Y RW

Class | Gage 56” to 57 4"
More than 57 44" Out of Servic
Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade to
Class 2 and gets a Y

Remarks on page 3

aMm Ic 1-10-201

66 Condition
Y R NA
67 Rail Movement
S)Y R N/A

Gtv R NA

69 Guard Rail Flangeway
S YRN & R
Gunrd Rail Flangeway can not be len | A
Rail Plates
R N/A
Plates
Y R N/A

Bolts
73 Loose © NA
74 Missing @ N/A

75 Loose N/A
76 Missing [.%
77 Nuts Missing N/A
78 Cotter Pins M:ssmg N/A
79 Waaheu@ Broken Mmsms__ N/A

old Down Devices
Y R N/A
81 Spring Housj
S Y RQN/A

50 last long ti
(§k : Difference

84 Condition of Line thru entire turnout
R




Remarkg

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service,

N/A Not applicable or not measurable,

Reviewed by: N\ S&_\%\\\(ﬁ\f) . Date: \%\‘\a\“’ \3

11-10-2011




i
- . ;‘ '

Date - //”/]/j

Wntchmnn

| Location A2/77 Ave. }{,m{ AL~

2 Switch.D. # 3 i
3 Facing __ __  Tniling R

4 Point to Point ,22 Zf
3 Point Condition

'Y R Nothing less than 4 inches or Breater than § inches.

ﬁéolm?% Min Il’ l/wy;? on house top point protected

6a Point
N .

- s

YR
8 Condition of the Points

R
Heel of Swi .
9 Main 7o
10 Turnout Z v
11 Gage ahead of Bend
Must not be lega than 56 inches or

more than 87 inches for “S”
12 Heel Spmad n Inches
13 Main 7

14 Bend
)Y .R
|5 Condition
R

Bolts
6 Loose &  NA

17 Missing ¢ N/A

&ixmmm?mm
I8 Loose &2 NA

19 Missing_¢>  N.A

20 Cotter Pins Mlssmg 8_ _NA
N/A

21 Jam Nuts Loos
21a Washers @7 Broken  Missing

Remarks on pa
GALIC T 0200

NHé_z

nspection Crew (/o Fecrr el

Wow [[5S590 Page | of 3

22 Standard Joints

&Y R NA

23 Switch Platcs
Y R

24 Adjustable Bracos

i R
3 g,)urﬂwe of Switch

Using 2 62’ cord, not over
1"t011/2"fora Y and no
more tham 1 1/2” ¢to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes (N
34 Lubricatj
Ok
35 Switch Targets/ L. :unps
Ok Missing
6L atchcs
Broken Missing

37 ks
Brokun Maissing

38 General Condition
(S) YR
39 Insulated Joints
Y R
39a Rugular Joints
&Y R




‘y,-'.

50 Location ,(/Z/f 7% /g[ o )éf‘c/ /C/ 2,
50a Switch I.D. # >

51 Facing Trailing
52 Frog Tread N YR
R Y R
53 Frog #
54/79 Point Condition
YR
55 Londition of Frog
YR
56 Surface of Frog
G} YR
57 Throat in Inches ___ 3 '2P
72 Flangeway Depth __ %

Flangeway Depth must not be less than 1 %”
58 Main Track

Yo
59 Turnout Track
Gage must not be less than 56” any class

60 Guard Rail Gage N 5% %e R 5% /2
Guard Rail Gage must more %an 54 !l"
61 Back To Back
Back to Back Gage must be less than 53 lfﬂ”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

R
Gu Rail Clam
64 Main Trac
S Y RO/
65 Tumout T
SYR

Class 1 Gage 56 to 57 %4
More than 57 %” Qut of Servic

Class 3 Gage 56" to 57"
More than 57" to 57 V4" downgrade t

Class 2 and getsa Y
Remarks on page 3

GM IC 11-10-201)

Frog In ion R i-Ann

Turnoyt Tieg

66 Copdition
S R N/A
67 Rail Movement
S)Y R NA

68 Lead
Y R NA

69 Guard Rail Fi
SY R N}

Bolts

73 Loose © N/A

74 Missing £’ N/A

Rivets (Huck) _
75 Loose ( N/A D

76 Missing /.

77 Nuts Missing __ /0 NXA

78 Cotter Pins Missing N/A

79 Washers@ Broken Mlssmg N/A

old Down Devices
Y R N/A
81 Spring Houging
S YR
82 Derails
S Y REN/AD
83 Maximum differen 31'inCro

—Q—"I—HI—Q_LE_L_Q
Level on thg siding from the Frog Point to

50 beyo e last long tie

@” leference

84 Condition of Line thru entire turnout

Y R




Remarig

e L T b piied

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: N\ .%\)M\p Date: \k d ?J\ - \3

11-10-2011




. T NA ¢z

Mainling Switch Inspection Report Semi-Annugl WO#
Date = 7-/7/3
Watchman

| Location 2,77 /ﬁé{’)é?/‘d AL
2 Switch1.D. # s e
3 Facing __ __  Trniling R

il Poi /
4 Point to Point _«ﬂé_-
3 Point Condition

6(?;). Y R Nothing less than ¢ inches or greater than 3 inches.
oint YAIoW. Mim 3 1/2 inghes on house top point protected
N_7776 """ s P
6a Point ing :
N _’& ' R 4%
TFit ~
&y R
8 General Condition of the Points
R
Heel of Swi
9 Main 7
10 Turnout &

11 Gage ahead of Bend ézzf
Must not be legs than 56 inches or
more than 87 inches for “S”
\ 12 Heel Spread in Inches
Tumout _ f ol

13Main_ -7 #
Stock Raijl

14 Bend

&Y R

15 Condition

Y R

Boltg

16 Loose & NA

17 Missing N/A
Rivets (Huck Bolts)

I8 Loose & (A

19 Missing (O N, A
20 Cotter Pins Missing _..© NA
21 Jam Nuts Loos N/A
ZlaWashers  (Ok)  Broken . Missing

Remarky on page
GALIC ) 00

([$S592

Page 1 of 3

, ) |
Inspection Crew /é/@é/ffc’rﬂfdﬂaﬂ/ —

22 Standard Joints
Y R NA

23 Switch Platcs
YR

24 Adjustable Braces
?Y R NA

24a Non-Adjustablc Braces
S Y R (VA

25 Front Rod
Y R NA
26 #] Rod (Basket Rod)
®Y R

27 #2 Rod
®Y R
28 #3 Rod
S Y REA
29 #4 Rod
SYR
30 Closure Rail

R
31 Surface of Switch
R

Using & 62’ cord, not over
1"to11/2"fora Y and no
more than 1 1/2” ¢ | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

33@“&@11\ justments
Yes @Jj

34 Lubrication
Ok

35 Switch Targetss Lamp .
Ok Missing,___@
16 Latchcs

it
cks

Broken Missing

Broken Vhssing
38 General Condition
Y R
39 Insulated Joints
Y R
393 Regular Joints

Y R




Mainline s Page2 of)
30 Losation 747/ A0 )/ vl L
50a Switch I.D, # x4 66 Condition
51 Facing Trailing R N/A
52FrogTread N (S'Y R 67 Rail Movement
&Y R & Y R N/A

53 Frog # Tie Plates
54/79 Point Condition 68

@Y R S)Y R NA
35 Condition of Frog Guard Rail Fﬁzay p

YR SYRN R
SWQ of Frog Guard Rail Flangeway can not be less 1 "\
/SXY R 70 gq:u?d :-u iiuu
57 Throat in Inches .ZZ..? 71 Exog Plates
72 Flangeway Depth ___3 ~ @I R N/A
Flangeway Depth must not be less than 1 %”
Bolts

58 Main Track 77 73 Loose & NA
59 Tumout Track (74 74 Missing Z N/A

Gage must not be less than 56” any class

60 Guard Rail Gage N

Guard Rail Gage must m tlun

61 Back ToBack N /zgll .u’
.Back to Back Gage must be less than 53 1/8”

62 Condition
R
63 Location of Guard Rail (Relation to Point)

R

64 Main T,
SYR
65 Turnout Track

sz

Class 1 Gage 56” to 57 %"

Y thag 57 %" Servi
Class 3 Gage 56" to 57"

M han § S7 4" down t

Class 2 and gets 3 Y

Remarks on page 3
aM JC 11-10-2011

75 Loose @’
76 Missing N/A>

77 Nuts Mium a N/A

78 Cotter Pi Mssamg N/A
79 Washers CEE.) Broken Mmmg__ N/A

80 Hold Down Devices
S'Y RNA

81 Spring Housi
S Y RW.

82 Derails

S Y R(NA

83 Maximum difference in any 31" in Crogg
50 beyond the last long tig
(OK> Difference

84 Conditiﬁvof Line thru entire turnout
SYR




All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed bf.-}f\&‘)\\)\\b@ Date: \% J\B - 2/(

11-10-2011




Wo# 1213488

Page 1 of 3

Mainling
Date A0 /;q_/l,_o_i}_ L Inspection Crew T.SCH'%&R_ u} BRY puT
Watchman G LAY

I Location _ Peppee RD
2 SwitchI D # 881
3 Facing -)L . Trailing e

Rail Pointg -
4 Point to Point __ 51
5 Point Condition

% Y R Nothing less than 4 inches or greater than § inches.
6 Point Thrg)w Min 3 1/2 inches on house top point protected
N__ 4% R 4%
6a Point Opening ;
N_4Ys R 4
7 Fit
YR
8 General Condition of the Points
’Y R
Gage
Heel of Switch
9Main____S5pYe
10T t__ - SLYc
el StYie

11 Gage ahead of Bend
Must not be legs than 56 inches or
more than 57 inches for “S”
\ 12 Heel Spread in Inches
Tummout (7

13 Main__(5 %,

Stock Rail
|4 Bend
é Y R
15 Condition
CE)
Bolts
16 Loose o ‘ N/A
I7 Missing o N/A
Rivets (Huck Bolts)
I8 Loose 0 N A
[V Missing o NA
20 Cotter Pins Missing o . _NA
21 Jam Nuts L.oose % N/A
2la Washers @R~ Broken Missing

Remarks on page
GNEIC T -1 2000

22 Standard Joints
Y R NA
23 Switch Platcs
®Y R

24 Adjustablc Braces

SY R NA
24a Non-Adjustable Braces
S Y R ®A

30 Closure Rail
S©Y R
31 Surface of Switch
Y R
sing & 62’ cord, not over
1"to11/2"fora Y and no
more than 1 1/2" ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
QY R
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets Lay
Ok Missing  ( N/A
36 Latches —

Broken Missing
37 Locks
Broken Vhissing
38 Genceral Condition
&Y R

39 Insulated Joints
S YR
39a Regular Joints

Y R




Mainling
50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N (9 Y R
R ®YR
53 Frog# 15

54/79 Point Condition
®YR
55 Condition of Frog
SYR
56 Surface of Frog
OYR

57 Throat in Inches LY

72 Flangeway Depth __/ <5/,
Flangeway Depth must not be less than 1 %”

58 Main Track SLE
59 Turnout Track _ 3¢ 7
Gage must not be less than 56” any class

60 Guard Rail Gage N J¢'%. R S¢%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 5%, R 32%
Back to Back Gage must be less than 53 1/8”
62 Condition ' '
®YR
63 Location of Guard Rail (Relation to Point)
Y R
Gu Rai m
64 Main Track
Y R N/A
65 Turnout Track
®Y RNA

Class 1 Gage 56” to 57 %"
More than 57 %4” Qut of Servic

Class 3 Gage 56" to 57"
More than 57" to 57 %" down rade t

Class 2 and gets a Y
Remarks on page 3

GM IC 11-10-201)

Frog Inspection Report ngi-Anngu

T i

66 Condition
©Y RNA

67 Rail Movement
@ Y R N/A

68 Lead
Y R N/A
69 Guard Rail Flangeway )
§YRN/ Y. R /%
Guard Rail Flangeway can not be fess A
70 Guard Rail Plates
)Y R N/A
71 Frog Plates
@ Y R N/A

Bolts
73 Loose
74 Missing

o N/A
(@ N/A

75 Loose 2 N/A
76 Missing O N/A
77 Nuts Missing __ 4 N/A

78 Cotter Ping Missing __ © N/A
79 Washers Broken__ Missing_ N/A

80 Hold Down Devices
® Y RNA

81 Spring Housing
S YR

82 Derails

S Y R NA
83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50” beyond the last long ti
@E Difference

84 Conditjon of Line thru entire turnout
YR




r<

.' w

Remarkg

MO NEW Dolects Aloreh

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

Date: )O hQZ“ ]i\.

Reviewed b_y:: )

11-10-2011




Mainling
Date . / 9// ‘9/243 '3 Inspection Crew 7 Sc
Watchman__ 6 Lo
I Location 142040 £
2SwitchID. # _ - e
3 Facing __x  Tniling L
i -
4 Point to Point __5¢ %

5 Point Condition

YR Nothing less than 4 inches or greater than S inches,

6 Point T_'I}row. Min 3 1/2 inches on house top point protected

N_3% R B
6a Point Opening

N __ 33 R_s¥#
7 Fit

®YR
8 Genenal Condition of the Points

YR
Gage
Heel of Switch )
9 Main 67
10 Turnout __g1.%

SL/

11 Gage ahead of Bend
Must not be legs than 56 inches or
more than 57 inches for “S”
1 12 Heel Spread in Inches
Tumout ¢ Yy

13Main__ (7,
Stock Rsil

14 Bend
Y R
I5_Condition

Qv r

Boltg
16 Loose ©

17 Missing &

Riv Huck Bolts

I8 Loose I\ A
[9 Missing Q A

N/A
N/’/\

N.
......... . N
20 Cotter Pins Missing _ oy _NA

21 Jam Nuts Loose fe) N/A
2la Washers @ Broken  Missing

Remarks on page
GNEIC T 200 |

WOo# 125630 Pa k]

22 Standard Joints
Y R NA

23 Switch Platcs
Y R

S)
24 Adjustagc Braces

SOR NA
24a Non-Adjustable Braces
S Y R(NA

25 Front Rod
S Y R Na
26 #1 Rod (Basket Rod)
)Y R

27 42 Rod
YR
28 #3 Rod
SYR
29 #4 Rod
SYR
30 Closure Rai
S)Y R
31 Surface of Switch
®Y R
Using & 62’ cord, not over
1"to11/2” for a Y and no
more than 1 1/2” ¢o | 3/4
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S)Y R
33 Switch Adjustments
Yes (4]
34 Lubrication
Ok
45 Switch Targets Lamp
Ok  Missing ()
36 Latchcs -
) Broken
37 Locks
(()D Broken
38 General Condition
@ Y R
39 Insulated Joints
Y R
39a Regular Joints

CS)Y R

Missing

Vhissing




Mainling

50 Location

50a SwitchL.D. #

51 Facing Trailin

52 Frog Tread N Y
R Y

53 Frog# _(»

54/79 Point Condition

s®Rr
55 Condition of Frog
SYR
56 Surface of Frog

(YR

57 Throat in Inches J 74

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

8
R
R

58 Main Track ALYR
59 Turnout Track S
Gage must not be less than 56” any class

60 Guard Rail Gage N _Sv% R S<4%.
Guard Rail Gage must more than 54 3/8”

61 BackToBack N_sS2% R S2%
Back to Back Gage must be less than 53 1/8”
62 Condition

YR
63 Location of Guard Rail (Relation to Point)

YR
Gu Rai
64 Main Track
é‘ Y R N/A
65 Tumout Track
($ Y RNA

Class 1 Gage 56” to 57 %"
More than 57 %4” Qut of Servic

Class 3 Gage 56" to 57"
More than 57" to 57 %" down rade t

Class 2 and gets aY
Remarks on page 3

GM IC 11-10-2011

Frog In ion R i~Ann

T i
66.Condition

Y R NA
67 Rail Movement

2.

9 Guard Rail Flangeway
R +

) Y RN__ 2
CGuard Rail Flangeway can not be less | N

70 Guard Rail Plates

73 Loose © N/A
74 Missing O NA

75 Loose O N/A
76 Missing < N/A
77 Nuts Missing =2 N/A
78 Cotter Pins Missing >  N/A
79 Washers @ Broken__ Missing_ N/A

80 Hold Down Devices
S’ Y R N/A
81 Spring Housing
SY N/
82 Derails
SY R@
83 Maximum difference in 31'in Cro

—!’—m—,-!L—G—QMY_u—u
Level on the siding from the Frog Point to
30 beyond the last long ti
(0] Difference

84 Condit(i§n of Line thru entire turnout
YR




Tl

Remarkg

S Loosg BREcgs

Page3 of 3

[ &okeq)

CLACKED 4 yipc pare 37w x | %' D

BATrepis Fror Lo, ur

P:Trr'-'ﬂ Fe?ohjx,u.r

All rules come out of the MTA Field Guide for Track Ins
Everything is class 3 for Mainline and class | for the Yar
S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

pectors updated April 2006 edition.

me_10-22 -|R

Reviewed by"://LA l@ @7 [74‘3

L1-10-2011




Mainline

Date _ ;0f ’7[2.»9..’3. - .. Inspection Crew 7 .5
Watchman_ G can

| Location iy Aveen o

2 Switch I D. # e

3 Facing Trailing X

Rail Points
4 Point to Point __ ("%, )
5 Point Condition

_Y R Nothing less than 4 inches or greater than § inches,

6 Point Th':?“"~ Min lg 172 inches on house top point protected
ek . =

Inspection Crew 7 ch{z;{;gi

N__ 4% "R _av
6a Point Opening
N_4wvy R 4%

7 Fit
YR

8 General Condition of the Points
Y R

Heel of Switch .

9Main__SLY

10 Turnout -7 ¢

11 Gage ahead of Bend Y.
Must not be legs than 56 inches or
more than 57 inches for “S*

12 Heel Spread in Inches
Tumout (o7

13Main____ &V
Stock Rail

14 Bend
©VY.R
15 Condition
OGR!

Bolty
6 Loose __ &  N/A

17 Missing o N/A

Rivets (Huck Bolts)
9

I8 Loose N. A

19 Missing “_O  NA

20 Cotter Pins Missing 'O _NA
21 Jam Nuts Loose D N/A

21a Washers @ Broken  Missing

Remarks on page
GNLIC 1) 0200

WOk 1215502, p, of 3

. ../_'.5...'?7.4 NT

22 Standard Joints
® Y R NA
23 Switch Platcs
Y R

24 Adjustable Braces

Y R NA
24a Non-Adjustable Braces

S Y R NA>

31 Surface of Switch
Y R

sing & 62’ cord, not over
I"to11/2"fora Y and no
more than 1 1/2” ¢o | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
(Y R

33 Switch Adjustments

Yes 0
34 Lubrication
Ok

15 Switch Targets; Lamps

Ok  Missing @’
36 Latches

QK> Broken Missing

37 Locks
Broken Missing

A8 General Condition
S)Y R

39 Insulated Joints
S)Y R

39a Regular Joints
©)Y R



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N @ Y R
R @G YR
53 Frog# ¥
54/79 Point Condition
®Y R

55 Condition of Frog

®YR
56 Surface of Frog

YR

57 Throat in Inches 3¢

72 Flangeway Depth __
Flangeway Depth must not be less than 1 %”

58 Main Track S¢%
59 Tumout Track <07,
Gage must not be less than 56” any class
Rai
60 Guard Rail Gage N 5S4 3/, R S¢¥%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s2'%. R_S2 %
Back to Back Gage must be less than 53 1/8”
62 Condition
QYR
63 Location of Guard Rail (Relation to Point)
Oy Rr
Guard Rsi m
64 Main Track
Y R N/A
65 Tumout Track
@ Y RNA

Class 1 Gage 56” to 57 4"
More than 57 %” Out of Servic
Class 3 Gage 56" to 57"

More than 57 to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page J

GM JC 11-10-2011

Frog In ion Re mi-Ann

Turnoyt Ties
66 Condition
(_S) Y RNA
67 Rail Movement
Y R N/A

68 Lead
Y RNA
69 Guard Rail Flangeway
YRN_/%a& R L
rd

Guard Rail Flangeway can not be jess i h”
70 Rail Plates
Y RNA
71 Frog Plates
@ Y R N/A
Bolts
73 Loose © NA
74 Missing © NA
H
75 Loose Q N/A
76 Missing O _NA
77NutsMissing U N/A
78 Cotter Pins Missing @ __N/A
79 Washers @ Broken__ Missing__ N/A
80 Hold Down Devices
® Y RNA
81 Spring Housing
S Y RA
82 Derails ™
S Y R NA

in 3'inCr

83 Maximum difference any Crossg
Level on the siding from the Frog Point to
tie

30 beyond the last long

84 Condition of Line thry entire turnout
@ YR




x

S

Remarkg

[ De Ji26 Aren BPoALG o0 - 88 7rmm0 ArcA

(_QUALTED Si26 AREN BREpunG oot of  Tesll AreA

#3 € g Pone NEES T B DUG oGT

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: ﬂ/( ‘ \t@ M?b Date: /_/ ) “Z’é ’"/5

L1-10-2011




Mainline

Date  ,ofiif 1013
Watchman_ G (AM

| Location _tyakpsn RD

2Switchi D # Sy i £ o AN .
3 Facing _ X._... Trailing L

Wou 215620 Page | of 3

Inspection Crew 7 scriseen. 1y 155-?7._.4 T

22 Standard Joints
)Y R NA

23 Switch Platcs
Y R

24 Adjustable Braccs

in
4 Point to Point _5( Yo (Y R NA
5 Point Condition 24a Non-Adjustablc Braces
® YR Nothing less than 4 inches or greater than S inches, S Y R @
6 ; oi'-’%r;fll\_d.in li, Kj}):hes on house top point protected 25 Front Rout
6a Point Opening - (Y R NA
N_SAH& R _S% 26 #1 Rod (Basket Rod)
7 Fit % YR
Y R 2 Rod
8 General Condition of the Points YR
@'Y R 28 %3 Rod
Gage S Y R NA
Heel of Switch 29 #4 Rod
9 Main _ S0, % <>KY R QWA
10 Turnout <. % —. 3 30‘Closure Rai
11 ahead of Bend __ 3¢ /4 Y R
ffl.us:t not be legs than 56 inches or 3 l@lrface of Switch
S YR

more than 87 inches for “S”
\ 12 Heel Spread in Inches

Tumout (o7
' 13 Main © Y%

Stock Rail
14 Bend

@ YR
15_Condition

SR
Bolts
16 Loosc__g_ ) N/A
|7 Missing 0 N/A
Rivets (Huck Bolts)
I8 Loose Q N. A
|9 Missing ¢ ~NA
20 Cotter Pins Missing o _NA
21 Jam Nuts Loo © N/A
2la Washers Broken Missing
Remarks on page

GMLIC 1) e 200

Using a 62’ cord, not over
1"to11/2" fora Y and no
more than 1 1/2" ¢ | 3/4
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
)Y R
33 Switch
Yes (]
34 Lubrication
Ok
35 Switch Targets/ Lamps
Ok  Missing _ (N,A)
36 Latches
@ Broken
37 Locks
@ Broken
38 General Condition
S)Y R
39 Insulated Joints
@ Y R
399-Regular Joints
Y R

justments

Missing

Vissing




Mainling
50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N (® Y R
R (YR
53 Frog #
54/79 Point Condition
®OYR
55 Condition of Frog
YR
56 Surface of Frog
(8 YR
57 Throat in Inches 3y

72 Flangeway Depth 1
Flangeway Depth must not be less than 1 %”

58 Main Track Se¥e
59 Turnout Track St

Gage must not be less than 56” any class

60 Guard Rail Gage N_ 53§ R S¢%%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack NS23% R 9%
Back to Back Gage must be less than 53 1/8”
62 Condition
YR

63 Location of Guard Rail (Relation to Point)

OYR
Guard Rai m
64 Main Track

(Y R NA
65 Turnout Track

S'Y R N/A

Class 1 Gage 56” to 57 %"
More than 57 %” Out of Servic

Class 3 Gage 56" to 57"
More than 57" to 57 %" down rade t

Class 2 and gets aY
Remarks on page 3

GM JC 11-10-201 |

Frog lngpgg!ig_ n Report Semi-Annug]

Turnout Tieg

66 Condition
©Y RNA

67 Rail Movement
'@ Y R N/A

68 Lead
Y R NA

69 Guard Rail Flangeway
%,

SYRN_ /% R/

Guard Rail Flangeway can niot be less § %
70 Rail Plates

R N/A
71 Frog Plates

@Y R N/A

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose O N/A
76 Missing ©“ _N/A
77 Nuts Missing ) N/A
78 Cotter Ping Missing N/A
79 Washers O Broken__ Missing  N/A

o N/A
() N/A

80 Hold Down Devices
S)Y R NA

81 Spring Housing
SYR

82 Derails

S Y RAA)
83 imum di nce i 31’ in Cro

Level on the siding from the Frog Point to

5 0 last long ti

_(,Jy Difference

84 Condition of Line thru entire turnout

(YR




"r*

pea

Remarkg

2 BAD _Timpepe (4

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class | for the Yard,

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: /// U@m#g_ __ Date: / ﬂ “’Zé ~ jb&

11-10-2011




Mainline

Date 1_9,.] l‘llwii. B
Watchman G LAYy

| Location G.u‘__.@o\( o

2 Switch1.D. # —83%7 o
3 Facing Trailing x

Inspection Crew

Rail Points

4 Point to Point

5 Point Condition
©.Y R Nothing less than 4 inches or greater than § inches,
6 Point Th"?“ Min li’ 172 inches on house top point protected

“]‘/:._

N h——i‘fl/_kl‘? - —— [ee—— 9
6a Point Opening

N__ S e e—
7 Fit

©yr
8 General Condition of the Points

S YR

Gage
Heel of Switcl}?
Main_ STV
10 Turnout _5 Ve -
Il Gage ahead of Bend 51, %/g
Moust not be legs than 56 inches or
more than 87 inches for “S”

\ 12 Heel Spread in Inches
Tumout _ (Y4
I13Main__ ¢, 4
Stock Raijl
|4 Bend
Y R
15 Condition
® v R
Bolty
16 Loose _ o  N/A
17 Missing o N/A
Rivets (Huck Bolts)
I8 Loose 0 N A
~NA

[V Missing ©

20 Cotter Pin;.’\iyis'sing _...9. _NA
21 Jam Nuts Loose O N/A
21a Washers @ Broken Missing

Remarks on page
GALIC 1 n201

Wo# _12(5500 p,

T Sciister o .zag.;«fwr. .

of 3

22 Standard Joints
©Y R NA
23 Switch Platcs
Y R

24 Adjustable Bracgs

Y R NA
24a Non-Adjustable Braces
S YR

25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
Y R

27 #2 Rod

§,vn
28 #3 Rod
?Y R NA
29 #4 Rod

sing a 62’ cord, not over
"to11/2”foray and no
more than 1 1/2” tg | 3/4"
For a R, Great than 13/4” is Out
of Service

32 Head Block Tics

ONE

33 Switch djustments
Yes [V

34 Lubrication
Ok Dry

A5 Switch T argets: Lamps
Ok Missing  (N,A
36 Latches )

@ Broken

37 Locks
éﬁ Broken
38 General Condition
Y R

19

Missing

Missing

nsulated Joints
) Y R
3Ya Regular Joints

@)YR

O

x\




Mainling

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N YR
R YR
53 Frog# 10
54/79 Point Condition
®OYR

55 Condition of Frog

G YR
56 Surface of Frog

JYR

57 Throat in Inches 3 '/‘i-

72 Flangeway Depth
Flangeway Depth must not be less than 1 %”

58 Main Track SYORAS
59 Turnout Track _ ¢, %%
Gage must not be less than 56” any class

60 Guard Rail Gage N_S¢/% R SAY%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 352% R S25/,
Back to Back Gage must be less than 53 1/8”
62 Condition

S’Y R
63 Location of Guard Rail (Relation to Point)

@ YR
Rai
64 Main Track
Y R N/A

65 Turnout Track
@ Y R NA

Class 1 Gage 56” to 57 4"
More than 57 %4” Out of Servic
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to

Class 2 and gets aY
Remarks on page 3

GMLIC 11-10-2011

Frog Inspection Report ngi-Anngﬂ

Turnout Ties

66 Condition
@Y RNA

67 Rail Movement
8 Y R NA

68 Lead
S Y R NA
69 Guard Rail Flangeway =
OY RN_/ % R ',
Guard Rail Flangeway can niot be fess § %
70 Guard Rail Plates
§)Y R NA
71 Frog Plates
Y RNA

Bolts
73 Loose ©  NA

74 Missing ©  NA

Ri
75 Loose 0 NA
76 Missing > N/A
77 Nuts Missing __ () N/A
78 Cotter Pins Missing O ___N/A
79 Washers Broken__ Missing_ N/A

80 Hold Down Devices
S)Y R NA
81 Spring Housing
SY /2
82 Derails i
S YR l&
83 Maximum difference in any 31" in Crosg
Level on the siding from the Frog Point to
50 beyo last long ti
éb Difference

84 Condition of Line thru entire turnout
Gf




Remarkg

"
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Y r

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition,
Everything is class 3 for Mainline and class I for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: [?'I/ |Z ;&I{/té&\g _ Date: / 0 ;2 7 - [i

11-10-2011




